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of the order to the Division Adminis-
trator or State Director for the geo-
graphical area in which the order was
issued. The Division Administrator or
State Director may affirm or reverse
the order. Any driver adversely af-
fected by such order of the Regional
Director of Motor Carriers may peti-
tion the Administrator for review in
accordance with 49 CFR 386.13.

(49 U.S.C. 304, 1655; 49 CFR 1.48(b) and 301.60)

[47 FR 47837, Oct. 28, 1982, as amended at 52
FR 27201, July 20, 1987; 59 FR 7515, Feb. 15,
1994; 61 FR 9567, Mar. 8, 1996]

§ 392.6 Schedules to conform with
speed limits.

No motor carrier shall schedule a run
nor permit nor require the operation of
any commercial motor vehicle between
points in such period of time as would
necessitate the commercial motor ve-
hicle being operated at speeds greater
than those prescribed by the jurisdic-
tions in or through which the commer-
cial motor vehicle is being operated.

[33 FR 19732, Dec. 25, 1968, as amended at 60
FR 38746, July 28, 1995]

§ 392.7 Equipment, inspection and use.
No commercial motor vehicle shall

be driven unless the driver is satisfied
that the following parts and acces-
sories are in good working order, nor
shall any driver fail to use or make use
of such parts and accessories when and
as needed:

Service brakes, including trailer brake con-
nections.

Parking (hand) brake.
Steering mechanism.
Lighting devices and reflectors.
Tires.
Horn.
Windshield wiper or wipers.
Rear-vision mirror or mirrors.
Coupling devices.

[33 FR 19732, Dec. 25, 1968, as amended at 60
FR 38746, July 28, 1995]

§ 392.8 Emergency equipment, inspec-
tion and use.

No commercial motor vehicle shall
be driven unless the driver thereof is
satisfied that the emergency equip-
ment required by § 393.95 of this sub-
chapter is in place and ready for use;
nor shall any driver fail to use or make

use of such equipment when and as
needed.

[49 FR 38290, Sept. 28, 1984, as amended at 60
FR 38746, July 28, 1995]

§ 392.9 Safe loading.

(a) General. No person shall drive a
commercial motor vehicle and a motor
carrier shall not require or permit a
person to drive a commercial motor ve-
hicle unless—

(1) The commercial motor vehicle’s
cargo is properly distributed and ade-
quately secured as specified in
§§ 393.100–393.106 of this subchapter.

(2) The commercial motor vehicle’s
tailgate, tailboard, doors, tarpaulins,
its spare tire and other equipment used
in its operation, and the means of fas-
tening the commercial motor vehicle’s
cargo are secured; and

(3) The commercial motor vehicle’s
cargo or any other object does not ob-
scure the driver’s view ahead or to the
right or left sides, interfere with the
free movement of his/her arms or legs,
prevent his/her free and ready access to
accessories required for emergencies,
or prevent the free and ready exit of
any person from the commercial motor
vehicle’s cab or driver’s compartment.

(b) Drivers of trucks and truck tractors.
Except as provided in paragraph (b)(4)
of this section, the driver of a truck or
truck tractor must—

(1) Assure himself/herself that the
provisions of paragraph (a) of this sec-
tion have been complied with before he/
she drives that commercial motor vehi-
cle;

(2) Examine the commercial motor
vehicle’s cargo and its load-securing
devices within the first 25 miles after
beginning a trip and cause any adjust-
ments to be made to the cargo or load-
securing devices (other than steel
strapping) as may be necessary to
maintain the security of the commer-
cial motor vehicle’s load; and

(3) Reexamine the commercial motor
vehicle’s cargo and its load-securing
devices periodically during the course
of transportation and cause any adjust-
ments to be made to the cargo or load-
securing devices (other than steel
strapping) as may be necessary to
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maintain the security of the commer-
cial motor vehicle’s load. A periodic re-
examination and any necessary adjust-
ments must be made—

(i) When the driver makes a change
of his/her duty status; or

(ii) After the commercial motor vehi-
cle has been driven for 3 hours; or

(iii) After the commercial motor ve-
hicle has been driven for 150 miles,
whichever occurs first.

(4) The rules in this paragraph do not
apply to the driver of a sealed commer-
cial motor vehicle who has been or-
dered not to open it to inspect its cargo
or to the driver of a commercial motor
vehicle that has been loaded in a man-
ner that makes inspection of its cargo
impracticable.

[36 FR 18863, Sept. 23, 1971, as amended at 37
FR 12642, June 27, 1972; 38 FR 23522, Aug. 31,
1973; 60 FR 38746, July 28, 1995; 63 FR 33278,
June 18, 1998]

§ 392.9a [Reserved]

Subpart B—Driving of Commercial
Motor Vehicles

§ 392.10 Railroad grade crossings;
stopping required.

(a) Except as provided in paragraph
(b) of this section, the driver of a com-
mercial motor vehicle specified in
paragraphs (a) (1) through (6) of this
section shall not cross a railroad track
or tracks at grade unless he/she first:
Stops the commercial motor vehicle
within 50 feet of, and not closer than 15
feet to, the tracks; thereafter listens
and looks in each direction along the
tracks for an approaching train; and
ascertains that no train is approach-
ing. When it is safe to do so, the driver
may drive the commercial motor vehi-
cle across the tracks in a gear that per-
mits the commercial motor vehicle to
complete the crossing without a
change of gears. The driver must not
shift gears while crossing the tracks.

(1) Every bus transporting pas-
sengers,

(2) Every commercial motor vehicle
transporting any quantity of a Division
2.3 chlorine.

(3) Every commercial motor vehicle
which, in accordance with the regula-
tions of the Department of Transpor-
tation, is required to be marked or

placarded with one of the following
classifications:

(i) Division 1.1
(ii) Division 1.2, or Division 1.3
(iii) Division 2.3 Poison gas
(iv) Division 4.3
(v) Class 7
(vi) Class 3 Flammable
(vii) Division 5.1
(viii) Division 2.2
(ix) Division 2.3 Chlorine
(x) Division 6.1 Poison
(xi) Division 2.2 Oxygen
(xii) Division 2.1
(xiii) Class 3 Combustible liquid
(xiv) Division 4.1
(xv) Division 5.1
(xvi) Division 5.2
(xvii) Class 8
(xviii) Division 1.4
(4) Every cargo tank motor vehicle,

whether loaded or empty, used for the
transportation of any hazardous mate-
rial as defined in the Hazardous Mate-
rials Regulations of the Department of
Transportation, Parts 107 through 180
of this title.

(5) Every cargo tank motor vehicle
transporting a commodity which at the
time of loading has a temperature
above its flashpoint as determined by
§ 173.120 of this title.

(6) Every cargo tank motor vehicle,
whether loaded or empty, transporting
any commodity under exemption in ac-
cordance with the provisions of subpart
B of part 107 of this title.

(b) A stop need not be made at:
(1) A streetcar crossing, or railroad

tracks used exclusively for industrial
switching purposes, within a business
district, as defined in § 390.5 of this
chapter.

(2) A railroad grade crossing when a
police officer or crossing flagman di-
rects traffic to proceed,

(3) A railroad grade crossing con-
trolled by a functioning highway traf-
fic signal transmitting a green indica-
tion which, under local law, permits
the commercial motor vehicle to pro-
ceed across the railroad tracks without
slowing or stopping.

(4) An abandoned railroad grade
crossing which is marked with a sign
indicating that the rail line is aban-
doned,

(5) An industrial or spur line railroad
grade crossing marked with a sign
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